CHOOSE YOUR CC6700 ACTIVATOR WISELY

AIR DRY
APPLY OVER ACTIVATED BASECOAT ONLY!

AIR DRY NOT RECOMMENDED

< 10 °C

10-20 °C

AR7701 OR AR7702

+ HUMID WEATHER

20-30 °C

AR7702 OR AR7701

+ DRY WEATHER

> 30 °C

AR7703 OR AR7702

+ DRY WEATHER

AN AXALTA COATING SYSTEMS BRAND
**REDUCED BAKE**

10-15 min at 40-45°C

APPLY OVER **ACTIVATED BASECOAT ONLY**!

<table>
<thead>
<tr>
<th>Temperature Range</th>
<th>Activator Option 1</th>
<th>Activator Option 2</th>
</tr>
</thead>
<tbody>
<tr>
<td>&lt; 20°C</td>
<td>AR7702</td>
<td>OR</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AR7701</td>
</tr>
<tr>
<td></td>
<td>+ DRY WEATHER</td>
<td></td>
</tr>
<tr>
<td>20-30°C</td>
<td>AR7702</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>+ DRY WEATHER</td>
</tr>
<tr>
<td>&gt; 30°C</td>
<td>AR7703</td>
<td>OR</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AR7702</td>
</tr>
<tr>
<td></td>
<td>+ DRY WEATHER</td>
<td></td>
</tr>
</tbody>
</table>

*AN AXALTA COATING SYSTEMS BRAND*
SHORT BAKE
5-10 min at 60-65°C
APPLY OVER ACTIVATED BASECOAT ONLY!

- AR7702 OR AR7701
  - < 20°C
  - + DRY WEATHER

- AR7703 OR AR7702
  - 20-30°C
  - + DRY WEATHER

- SHORT BAKE NOT RECOMMENDED
  - > 30°C